Construction JOB HAZARDS ANALYSIS
 EXCAVATIONS
Contractor Name: ______________________________
   Date: _____________
	Scope of Work
	Potential Safety Risks/Issues
	Mitigation of Potential Risks

	General, Site and work area setup
	
	· All work shall be in accordance with the subcontractor’s IIPP and in conformance with all LBNL policies, Federal OSHA & Cal-OSHA standards;

· All general safety orders shall be reviewed by subcontractors prior to starting work;

· All equipment shall be properly and completely inspected by its operator prior to use. Any equipment that is not fully operational and function shall be removed from service;

· All extension cords are to be in good working order, free from cuts and abrasions and properly grounded and of a gauge suitable for the amperage used;

· All power equipment shall be in good working order and only operated by trained employees;

· In areas where the PEL’s cannot be measured to ensure employees are not being exposed to OSHA permissive exposure limits, employees will wear OSHA and NOISH approved breathing apparatuses including particulate masks. If such apparatuses are use, employees shall be FIT tested and their certification cards shall be made available to an LBNL representative upon request;
· Power tools found not to be in good working order and unsafe to use shall be tagged and removed from the work area; employees using tools are to be trained in their safe use and the safety rules for them and

· PPE required at all times including;

· Hard Hats

· Safety Glasses

· Respirators as necessary

· Masks

· Proper Gloves as necessary
· Noise Protection



	· Excavations/Trenching
	· General

· Access and Egress
	· A Dig Permit is required

· Evaluation of shoring, sloping, or other means to eliminate the potential for cave-ins must be performed prior to the start of work
· If digs are to be 4 feet or greater then a Confined Space JHA and  a Safety Checklist are to be completed and turned in to Construction Safety Engineer

· Exact location of utilities are to be found/located following LBNL Policies

· Competent Person to determine the soil type, do inspections daily and prior to start of each work shift to ensure safe work conditions. Any previously dug soil is to be considered Class “C” soil.

· The atmosphere in excavations/trenches greater than 4 feet in depth shall be tested for Oxygen deficiency or a hazardous atmosphere

· Stairway, ladder, ramp, or other safe means of egress shall be located in excavations/trenches that are 4 feet or greater in depth so that no more than 25 feet of lateral travel is required

· Materials and equipment are to be kept at least 2 feet from the edge of the excavations so as to keep anything from falling into hole.

· Adequate precautions must be taken to ensure that vibrating equipment and vehicular traffic do not cause a cave-in. 

· Always consider ground water seepage as a potential cause of collapse of any trench or excavation. 


	· 
	· 
	


	· 
	· 
	


	· 
	· 
	


General mitigating requirements are as follows:
1. All employees shall be aware of General Safety Rules.
2. All employees shall be aware and trained in the Illness & Prevention Program.
3. All employees shall be aware and trained in the Chemical Hazards Communication Program.
4. All MSDS for proposed and used chemicals shall be on file and approved with the General Contractor prior to the start of work. Provide training as required by the specific MSDS.
5. All PPE shall be used in accordance with the applicable MSDS.

6. All employees, where required shall be trained and certified when required by OSHA & Cal-OSHA.

7. All PPE to be approved by ANSI or applicable approval agency.

8. All MSDS sheets shall be submitted to the General Contractor prior to starting work.

9. Fall protection measures shall be in place for ladder safety in heights of 6 feet and higher.

10. Any injury is to be reported to the Supervisor immediately

______________________________________________________
_____________________
Agreed To –                        






Date
______________________________________________________
_____________________

Approved –                                






Date

______________________________________________________
_____________________

Reviewed / Approved – Lawrence Berkeley National Lab


Date

A signed copy of this JHA must be posted while the applicable subcontractor is working on-site and be available to any LBNL employee upon request.
Copy Distribution:

        General Contractor
        Project Superintendent    
   
   Subcontractor








        LBNL Safety Officer            LBNL Construction Manager

Construction JHA Safety Sign-in Sheet

Date: __________

Print                                                                      Signature
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